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Declaration of Compliance 
No.: JHC201103101E 

The following products has been tested by us with the listed standards and found in 
compliance with the council EMC directive 2014/30/EU and CE Marking Directive 93/68/EEC. 
It is possible to use CE marking to demonstrate the compliance with this EMC Directive. 

Applicant 

Manufacturer 

Type of 
equipment 

M/N 

Technical Data 

EN55015: 2013+A1: 
2015 

EN61547: 2009 

EN61000-3-2: 2014 

EN61000-3-3: 2013 

HANGZHOU 0υHUI IMPORT AND EXPORT CO., L TD 
Room 2301 , Jiarui Palaz, NO.1616 Jincheng Road, Beigan Street, Xiaoshan District, 
Hangzhou City, Zhejiang, China 311200 

HANGZHOU DUHUI IMPORT AND EXPORT CO., L TD 
Room 2301 , Jiarui Palaz, NO.1616 Jincheng Road, Beigan Street, Xiaoshan District, 
Hangzhou City, Zhejiang, China 311200 

LED MIRROR 

PDT-000080,PDT-000081 ,DH-L2001 ,DH-L2009,DH-6080CLMB,DH-6080BLMB, 
DH-L2015-60,DH-L2015-70,DH-60BLMB,DH-70BLMB, DH-60BLMG,DH-70BLMG, 
DH-6080BLMG, DH-L2003,DH-L2002,DH-L2008,DH-L201 0,DH-L2011 ,DH-L2023, 
DH-L2021 ,DH-L2013,DH-L2015,DH-L2014,DH-L2016,DH-L2017 

90-250Vac, 50/60Hz. 12-45W 

Test Standards 
Limits and methods of measurement of radio disturbance 
characteristics of electricallighting and similar equipment 
Equipment for general lighting purposes - EMC immunity 
r~gl! irfJ_r1'lent~ 
Limits for harmonic current emissions (equipment input current <= 16 
A per phase) 
Limitation of voltage changes, voltage fluctuations and flicker in 
public low-voltage supply systems, for equipment with rated current 
<= 16 A per ~haS~élr1d_n()!_.subj~çtt_o c() l1ditional connection 

CE 如♂命斗ι


